


15.7m/
10.5m

51ft 6in/
34ft 6in

44ft 11in/
27ft 11in

13.7m/
8.5m

13.80m/
10m

45ft 3in/
32ft 10in

38ft 9in/
26ft 3in

11.80m/
8m

10.00m/
7.8m

32ft 10in/
25ft 7in

26ft 3in/
19ft 0in

8.00m/
5.8m

7.8m/
6.4m

25ft 7in/
21ft 0in

19ft /
14ft 5in

5.8m/
4.4m

3310kg7300lb

350kg

Indoor: 2
Outdoor: 1

Indoor: 2
Outdoor: 1

Indoor: 2
Outdoor: 1

Indoor: 2
Outdoor: 1

Indoor: 2
Outdoor: 1

770lb

3000kg6615lb

Z0OMLION ACCESS reserves the right to make specification and/or equipment changes without prior notification.
Product specifications are updated to January, 2023.

4×6V/220Ah 
(HOPPECKE)
4×12V/270Ah 
(QUIMO)

4×6V/220Ah
(HOPPECKE)
4×12V/270Ah
 (QUIMO)

4×6V/220Ah 
(HOPPECKE)
4×6V/210Ah 
(QUIMO)

4×6V/220Ah
(HOPPECKE)
4×6V/210Ah
 (QUIMO)

4×6V/170Ah 
(HOPPECKE)
4×6V/190Ah 
(QUIMO)

4×6V/170Ah 
(HOPPECKE)
4×6V/180Ah 
(QUIMO)

4×6V/170Ah 
(HOPPECKE)
4×6V/180Ah 
(QUIMO)

Work Height(Indoor/Outdoor)

A - Platform Height-Elevated
(Indoor/Outdoor)

Max. Number of Workers Indoor: 2
Outdoor: 1

Indoor: 3
Outdoor: 1


